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SIZE| d | gSp NPT
1/4" 11 49
3/8" 12.5 49
12" 15 56
3/4" 20 65
1" 25 74
1-1/4" | 32 23
1-1/2" 40 91
2" 50 110
2-1/2" 65 126 116
3" 80 141 131
4" 100 162 145.5
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PRESSURE (Psl)

PRESSURE-TEMPERATURE RATING

ETG CK-3

3-PC Spring Vertical Check Valve
Investment casting for body, cap

Threaded ends: ANSIB2.1, BS21, ISO7/1
Seal: Metal-to-metal

Pressure rating: 1000PSI(PN63)

Working temperature: -25°C~+180°C

Material: CF8M, CF8, CF3M,WCB

ANSIB2.1. BS21, ISO7/1
1000PSI (PN63)
-25°C~+180°C

CF8M, CF8, CF3M,WCB

-25 38 93 149 204 260°C
1400 97 ITEM | PART MATERIAL | QTY.
14 -y"
1200 83 o 1 Body CF8M 1
1000 Fia - o & 2 | Cap CFSM 2
(W)
200 s & 3 Seal PTEE 2
2 4 Disc CF8M 1
600 41 0 i
400 8 & 6 Stopper 55304 1
7 Nut $5304 4(6)
200 14
‘\l 8 Washer 55304 4(6)
$5304 4(6
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